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End of Life Plan  
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Kodak S2000f/S3000 Scanners 
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Compositional Analysis 

This compositional analysis applies to the Kodak S2000f/S3000 Scanner Family.  
The following table identifies the location of materials that need special treatment by 
recyclers. 

 

Material of concern 
Present 
in part? Describe Specific Component and/or location 

External Battery no   

Internal Battery Yes  CR 2032 coin-style lithium battery located on controller board 

Asbestos no   

Backlighting lamps no  
Beryllium Oxide no   

Other forms of Beryllium no   

Cadmium no   

Capacitors with PCB's no   

Capacitors with substances 
of concern and height > 25 
mm, diameter > 25 mm or 
proportionately similar 
volume no   

Chromium VI no   

Gas discharge lamps no   

Lead 

yes 

Meets RoHS restrictions - however has components with 
exemptions; steel shaft, optical glass, wafer - high temp 
solder, Plug Adapter (copper alloy), gear in motor (copper 
alloy) 

Liquid Crystal Displays with 
a surface area > 100cm2 no   

Mercury no   

Plastic containing 
brominated flame 
retardants yes meets RoHS restrictions 

Printed Circuit Boards >10 
square centimeters yes 

See procedure for removal in this document 

PVC/PVDC yes Harness insulation, cables, connectorsé 

Radio-active substances no   

Refractory ceramic fibers no   

Compartments / units / 
parts under pressure no   

Compartments / units / 
contain liquids no   

Compartments / units / 
contain gasses no   

Compartments / units / 
contain "Hidden" 
mechanical springs or other 
equivalent parts no   

Lasers no   
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{ŎŀƴƴŜǊ 5ƛǎŀǎǎŜƳōƭȅ LƴǎǘǊǳŎǘƛƻƴǎΦ 
Remove the Output Tray 
[1] Move the EDGE GUIDES in. 

[2] Remove the SCREW from the LEFT and RIGHT COVER HINGES. 

[3] Remove the COVER HINGES. 

[4] Lift the BOTTOM of OUTPUT TRAY to remove it. 

 

Remove the Printer Cover 
[1] Remove: 

Å two SCREWS 
Å PRINTER COVER 
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Remove the Top Cover 
[1] Loosen the two SCREWS. 

[2] Remove the TOP COVER. 

 

Remove the Left Cover 
[1] Manually move the INPUT TRAY (ELEVATOR) down to the ñHomeò position. 

[2] Pull out and remove the GAP RELEASE HANDLE. (As needed, use a screwdriver to pry the 
HANDLE.) 
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[3] Open the POD. 

[4] Remove the T-20 SCREW. 

 

[5] Manually move the INPUT TRAY (ELEVATOR) up to access the SCREW. 

[6] Remove the T-20 SCREW. 
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[7] Remove two T-20 SCREWS at the back of the SCANNER. 

 

[8] Open the POD. 

[9] Remove: 
Å T-20 SCREW 
Å LEFT COVER 
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Remove the Right Cover 
[1] Manually move the INPUT TRAY (ELEVATOR) down to the ñHomeò position. 

[2] Open the POD. 

[3] Remove the T-20 SCREW. 

 

[4] Manually move the INPUT TRAY (ELEVATOR) up to access the SCREW. 

[5] Remove the T-20 SCREW. 
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[6] Remove the two T-20 SCREWS at the back of the SCANNER. 

[7] Remove the RIGHT COVER. 

 

Remove Output Tray Assembly 
[1] Open the POD. 

[2] Remove four SCREWS. 
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[3] Remove the SCREW (left side of FRAME). 

 

[4] Remove the SCREW (right side of FRAME). 

[5] Remove the OUTPUT TRAY ASSY from the SCANNER. 
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Remove the Integrated Flatbed Scanner (if installed) 
[1] Open the POD. 

[2] Remove four SCREWS. 

 

[3] Remove the SCREW (left side of FLATBED SCANNER). 
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[4] Remove the SCREW (right side of FLATBED SCANNER). 

 

[5] Disconnect the: 
Å CABLE 
Å POWER CORD 

[6] Remove the INTEGRATED FLATBED SCANNER. 
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Remove the Input Tray 
[1] Open the POD. 

[2] Remove the two SCREWS. 

[3] Remove the FLAG (elevator down). 

[4] Lift the INPUT TRAY to remove it. 
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Remove the Bottom Cover 
[1] Set the SCANNER on its back. 

[2] Remove: 
Å eight SCREWS (circled in red) 
Å BOTTOM COVER 

 

Remove the Operator Control Panel Assembly (OCP) 
[1] Move and hold the HANDLE toward the front of the SCANNER. 

[2] Insert a TOOL ñAò in hole ñA.ò 

[3] Release the HANDLE. 

[4] Insert and hold a TOOL ñBò in hole ñB.ò This releases the TAB on the OCP TOP COVER. 

[5] Move the OCP TOP COVER toward the back of the SCANNER until it releases. 

[6] Remove the OCP TOP COVER. 

[7] Remove the TOOLS. 
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[8] Open the POD. 

[9] From the bottom of the OCP AY, remove the two SCREWS. 

[10] Remove the OCP COVER (right). 

 

[11] Move the POD downward but do not fully close it. 

[12] Move the CLIP on the RIBBON CONNECTOR up. 

[13] Remove the RIBBON CABLE. 

[14] Remove: 
Å two SCREWS 
Å OCP ASSY 
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[15] Are you removing the OCP ASSY as a prerequisite for removing the INTEGRATED FLATBED 
SCANNER? 

 

Remove the Upper CIS Module 
[1] Remove two SCREWS. 
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[2] Move the TAB up to release the CABLE. 

[3] Disconnect the CABLE. 

 

[4] Open the POD. 

[5] Remove the UPPER CIS MODULE. 

 

Remove the Upper Background Assembly 
[1] Disconnect the CABLE from the connector on the UPPER CIS MODULE. 

Note: The connector is below the CABLE HOLDER. 

[2] Remove two SCREWS. 
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[3] Move the CABLE HOLDER so you can access the second SCREW in step 4. 

 

[4] Remove two SCREWS and WASHERS. 

 

[5] Open the POD. 

[6] Disconnect the MOTOR HARNESS. 

[7] Remove the UPPER BACKGROUND ASSY. 
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Remove the Lower CIS Module 
[1] Remove two SCREWS. 

[2] Move the TAB up to release the RIBBON CABLE. 

[3] Disconnect the RIBBON CABLE. 

[4] Turn the SCANNER over and open the POD. 

[5] Remove the LOWER CIS MODULE. 

 

Remove the Lower Background Assembly 
[1] Disconnect the: 

Å BACKGROUND MOTOR HARNESS 
Å MOTOR HARNESS 

[2] Remove the three SCREWS from the PLATE MOUNT, then move the PLATE out of the way. 

[3] Carefully cut the TIE WRAP that holds the HARNESSES. Remove the TIE WRAP. 

[4] Remove the SCREW from the TIE WRAP MOUNT / BACKGROUND MOUNT. 
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[5] Open the POD. 

[6] Remove the LOWER BACKGROUND ASSY. 

 

Remove the Feed Module 
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Remove Upper ADF Baffle 
[1] Open the POD. 

[2] From the bottom of the UPPER ADF BAFFLE, remove: 
Å two SCREWS - left 
Å two SCREWS - right 
Å five SCREWS (short) 

 

[3] Remove: 
Å four SCREWS 
Å three SCREWS (from the SENSOR INTERFACE BOARD) 
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[4] Disconnect two CABLES from the SENSOR BOARD. 

[5] Remove the: 
Å SENSOR INTERFACE BOARD 
Å UPPER ADF BAFFLE 

 

Remove the Sensor Interface Board 
[1] Remove the three SCREWS from the SENSOR INTERFACE BOARD. 
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[2] Disconnect the two CABLES from the BOARD. 

[3] Remove the SENSOR INTERFACE BOARD. 

 

Remove the Controller Board 
[1] Open the POD (as needed). 

[2] Disconnect: 
a. MAIN HARNESS 
b. SENSOR HARNESS 
c. CIS MODULE CABLE (POD) ï flip tab to release 
d. CIS MODULE CABLE (Base) ï flip tab to release 
e. SENSOR BOARD HARNESS ï flip tab to release 
f. SENSOR HARNESS 
g. internal USB CABLE 

[3] Remove four SCREWS. 

[4] Remove the CONTROLLER BOARD. 

[5] Remove the BATTERY. 
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Remove the Diverter Assembly 
[1] On the right side, remove: 

Å two SCREWS 
Å CABLE HOLDER 

[2] Move the CABLE HOLDER and CABLES out of the way. 

 

[3] On the right side, remove: 
Å three SCREWS 
Å SUPPORT BRACKET 

 


